PUBLIC NOTICE

FEDERAL COMMUNICATIONS COMMISSION
445 12th STREET S.W.
WASHINGTON D.C. 20554

News mediainformation 202-418-0500
Fax-On-Demand 202-418-2830; Internet: http://www.fcc.gov (or ftp.fcc.gov)
TTY (202) 418-2555

Report No. SES-00738 Wednesday August 10, 2005

SATELLITE COMMUNICATIONS SERVICES
RE: SATELLITE RADIO APPLICATIONSACCEPTED FOR FILING

The applications listed herein have been found, upon initial review, to be acceptable for filing. The Commission reserves
the right to return any of the applicationsif, upon further examination, it is determined they are defective and not in
conformance with the Commission’'s Rules and Regulations and its Policies. Final action will not be taken on any of these
applications earlier than 30 days following the date of this notice. 47 U.S.C. § 309(b). All applications accepted for filing
will be assigned call signs, or other unique station identifiers. However, these assignments are for administrative
purposes only and do not in any way prejudice Commission action.

SES- LI C-20050728-01007 E E050237 Globalstar Caribbean Ltd.
Application for Authority
Class of Station: Fixed Earth Stations

Nature of Service: Mobile Satellite Service

SITE ID: LPMA-4
LOCATION: Road 303 INT. KM 12.1 Las Palmas, Cabo Rojo, Cabo Rojo, PR
17°58"'48.00" N LAT. 67°8'12.00" W LONG.
ANTENNA ID: LPA RFT4 5.5 meters Alcatel 9775
6900.0000 - 7055.0000 MHz 1HONON Unmodulated CW for testing
5096.0000 - 5250.0000 MHz 1HONON 59.00 dBW Unmodulated CW for testing;
maximum EIRP density per carrier is
59.0 dBW in any bandwidth.
6900.0000 - 7055.0000 MHz 1IM23XXX White noise modulated carrier for
testing
5096.0000 - 5250.0000 MHz IM23XXX 59.00 dBW White noise modulated carrier for
testing
6900.0000 - 7055.0000 MHz 1M23G2W Direct-sequence CDMA for
single-carrier AMSS
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6900.0000 - 7055.0000 MHz 1IM23G7TW
5096.0000 - 5250.0000 MHz 1IM23G7TW 55.00 dBW
6900.0000 - 7055.0000 MHz 2M50G2D
5096.0000 - 5250.0000 MHz 1M23G2wW 55.00 dBW

Points of Communication:

LPMA-4 - GLOBALSTAR - (NGSO)

CDMA voice and data: QPSK
waveform consists of multiple
direct-sequence spread-spectrum 1.23
M chip/sec channels whose carriers are
uniformly spaced.

CDMA voice and data: QPSK
waveform consists of multiple
direct-sequence spread-spectrum 1.23
Mchip/sec channels whose carriers are
uniformly spaced.

Direct-sequence CDMA for
single-carrier telemetry data

Direct-sequence CDMA for
single-carrier AMSS

SES- LI C-20050729- 01002 E E050232
Application for Authority
Class of Station: Temporary Fixed Earth Station

Nature of Service: Domestic Fixed Satellite Service, Fixed Satellite Service

SITE ID: 1
LOCATION: Various locations - continental U.S. (MOBILE), CONUS
ANTENNA ID: 1

2.4 meters ANDREW CORPORATION

14000.0000 - 14500.0000 MHz 36MOF3F 73.60 dBW

14000.0000 - 14500.0000 MHz 36MOG7TW 73.60 dBW

Points of Communication:

1- ALSAT - (ALSAT)

STATION VENTURE OPERATIONS, L.P.

ESA24VSM-KU

ANALOG VIDEO AND AUDIO

DIGITAL VIDEO, AUDIO AND
DATA

SES- LI C-20050802- 01035 E E050238
Application for Authority
Temporary Fixed Earth Station

Fox Television Stations, Inc.
Class of Station:

Nature of Service: Domestic Fixed Satellite Service

SITEID: 1
LOCATION: 4261 SOUTHWEST FWY (KRIV) HOUSTON, TX 77027, VARIOUS

ANTENNA ID: 1 1.2 meters ADVENT COMMUNICATIONS
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14000.0000 - 14500.0000 MHz 36MOG7TW 64.67 dBW ONE 36 MBIT MCPC DIGITAL
CARRIER FOR VOICE/DATA WITH
AN EMISSION DESIGNATOR OF
36MOG7W

Points of Communication:

1- ALSAT - (ALSAT)

SES- MFS-20050721- 00952 E E940460 HNS License Sub, LLC
Modification
Class of Station: VSAT Network

Nature of Service: Domestic Fixed Satellite Service, Fixed Satellite Service, International Fixed Satellite Service

Modification filed to add new emission designators, to increase the EIRP and EIRP density, to add antennas, and to add new points of
communication.

SITE ID: HUB 4.6M
LOCATION: ONE AEROJET WAY, CLARK, NORTH LAS VEGAS, NV
36°14'21.00" N LAT. 115°7'6.00" W LONG.
ANTENNA ID: TR 4.6M 4.6 meters ANDREW CORP. ES46
11700.0000 - 12200.0000 MHz 200KG7D OQPSK, DIGITAL, 128 KSPS,
RETURN CARRIER
11700.0000 - 12200.0000 MHz 400KG7D OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER
11700.0000 - 12200.0000 MHz 200KG7D BPSK OR MSK, DATA, 128 KSPS,
INROUTE CARRIER
11700.0000 - 12200.0000 MHz 400KG7D BPSK OR MSK, DATA, 256 KSPS,
INROUTE CARRIER
11700.0000 - 12200.0000 MHz 800KG7D BPSK OR MSK, DATA, 512 KSPS,
INROUTE CARRIER
14000.0000 - 14500.0000 MHz 1IM60G7D 66.90 dBW BPSK, DATA, 1024 KSPS,
OUTROUTE CARRIER
14000.0000 - 14500.0000 MHz 24M0G7D 78.30 dBW QPSK, DATA, 20 MSPS,
MULTIMEDIA BROADCAST
CARRIER
14000.0000 - 14500.0000 MHz 36MO0G7D 78.30 dBW QPSK, DATA, 30 MSPS,
MULTIMEDIA BROADCAST
CARRIER
SITE ID: TR 74CM

LOCATION: CONUS, AK, HI, VI, PR (350,000 .74M antennas)
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ANTENNA ID: TR 74M

SITE ID:

LOCATION:

ANTENNA ID: TF TR 74CM

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

TF TR 74CM

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

14000.0000 - 14500.0000 MHz

0.74 meters

0.74 meters

PRODELIN
24M0G7D
36MO0G7D
200KG7D 39.00 dBW
400KG7D 42.00 dBW
400KG7D 42.00 dBW
800KG7D 42.00 dBW
1IM60G7D 42.00 dBW
800KG7D
1IM60G7D
400KG7D

CONUS, AK, HI, VI, PR (60,200 .74M antennas)

PRODELIN
400KG7D 60.90 dBW
24M0G7D
36M0G7D
200KG7D 39.00 dBW
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HANT-91TR

QPSK, DATA, 20 MSPS,
MULTIMEDIA BROADCAST
CARRIER

QPSK, DATA, 30 MSPS,
MULTIMEDIA BROADCAST
CARRIER

OQPSK, DIGITAL, 128 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

HANT-91TR

BPSK, DATA, 256 KSPS,
OUTROUTE CARRIER

QPSK, DATA, 20 MSPS,
MULTIMEDIA BROADCAST
CARRIER

QPSK, DATA, 30 MSPS,
MULTIMEDIA BROADCAST
CARRIER

OQPSK, DIGITAL, 128 KSPS,
RETURN CARRIER



14000.0000 - 14500.0000 MHz 400KG7D 42.00 dBW
14000.0000 - 14500.0000 MHz 400KG7W 42.00 dBW
14000.0000 - 14500.0000 MHz 800KG7D 42.00 dBW
14000.0000 - 14500.0000 MHz 1IM60G7D 42.00 dBW
11700.0000 - 12200.0000 MHz 400KG7W
11700.0000 - 12200.0000 MHz 800KG7D
11700.0000 - 12200.0000 MHz 1IM60G7D
SITE ID: TR 98CM
LOCATION: CONUS, AK, HI, VI, PR (60,000 .98M antennas)
ANTENNA ID: TR 98M 0.98 meters PRODELIN
11700.0000 - 12200.0000 MHz 24M0G7D
11700.0000 - 12200.0000 MHz 36M0G7D
14000.0000 - 14500.0000 MHz 200KG7D 44.30 dBW
14000.0000 - 14500.0000 MHz 400KG7D 44.30 dBW
14000.0000 - 14500.0000 MHz 800KG7D 44.30 dBW
14000.0000 - 14500.0000 MHz 1IM60G7D 44.30 dBW
SITE ID: TF TR 98CM
LOCATION: CONUS, AK, HI, VI, PR (54,000 .98M antennas)
ANTENNA ID: TF TR 98CM 0.98 meters PRODELIN
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OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

9008668

QPSK, DATA, 20 MSPS,
MULTIMEDIA BROADCAST
CARRIER

QPSK, DATA, 30 MSPS,
MULTIMEDIA BROADCAST
CARRIER

OQPSK, DIGITAL, 128 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

QPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

QPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

9008668



11700.0000 - 12200.0000 MHz 24M0G7D QPSK, DATA, 20 MSPS,
MULTIMEDIA BROADCAST

CARRIER

11700.0000 - 12200.0000 MHz 36M0G7D QPSK, DATA, 30 MSPS,
MULTIMEDIA BROADCAST
CARRIER

14000.0000 - 14500.0000 MHz 200KG7D 44.30 dBW OQPSK, DIGITAL, 128 KSPS,

RETURN CARRIER

14000.0000 - 14500.0000 MHz 400KG7D 44.30 dBW OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

14000.0000 - 14500.0000 MHz 800KG7D 44.30 dBW QPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

14000.0000 - 14500.0000 MHz 1IM60G7D 44.30 dBW QPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

11700.0000 - 12200.0000 MHz 800KG7D QPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

11700.0000 - 12200.0000 MHz 1IM60G7D QPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

SITE ID: HUB 6.1M
LOCATION: ONE AEROJET WAY, CLARK, NORTH LAS VEGAS, NV
36°14'21.00" N LAT. 115°7'6.00" W LONG.
ANTENNA ID: TR6.1M 6.1 meters VERTEX 6.1 KPK
14000.0000 - 14500.0000 MHz 400KG7D 63.30 dBW BPSK, DATA, 256 KSPS,
OUTROUTE CARRIER
14000.0000 - 14500.0000 MHz 1IM60G7D 63.30 dBW BPSK, DATA, 1024 KSPS,
OUTROUTE CARRIER
14000.0000 - 14500.0000 MHz 6M00G7D 75.10 dBW QPSK, DATA, 5 MSPS,
MULTIMEDIA BROADCAST
CARRIER
14000.0000 - 14500.0000 MHz 12M0G7D 78.10 dBW QPSK, DATA, 10 MSPS,
MULTIMEDIA BROADCAST
CARRIER
11700.0000 - 12200.0000 MHz 200KG7D OQPSK, DIGITAL, 128 KSPS,
RETURN CARRIER
11700.0000 - 12200.0000 MHz 400KG7D OQPSK, DIGITAL, 256 KSPS,

RETURN CARRIER
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SITEID:

LOCATION:

ANTENNA ID: TR 7.6M

SITE ID:

LOCATION:

ANTENNA ID: TR 74-2

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

HUB 7.6M

36°14'0.00" N LAT.

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

TR 74-2CM

11700.0000 - 12200.0000 MHz

7.6 meters

0.74 meters

200KG7D

400KG7D

800KG7D

1IM60G7D

400KG7D

24M0G7D

36MOG7D

200KG7D

400KG7D

200KG7D

400KG7D

800KG7D

CONUS, AK, HI, VI, PR (500,000 .74M antennas)

6M00G7D

RAVEN

ONE AEROJET WAY, CLARK, NORTH LASVEGAS, NV

BPSK OR MSK, DATA, 128 KSPS,
INROUTE CARRIER

BPSK OR MSK, DATA, 256 KSPS,
INROUTE CARRIER

BPSK OR MSK, DATA, 512 KSPS,
INROUTE CARRIER

115°7'6.00" W LONG.

ANDREW CORP.

71.30 dBW

65.30 dBW

78.30 dBW

78.30 dBW
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ES76K-1

BPSK, DATA, 1024 KSPS,
OUTROUTE CARRIER

BPSK, DATA, 256 KSPS,
OUTROUTE CARRIER

QPSK, DATA, 20 MSPS,
MULTIMEDIA BROADCAST
CARRIER

QPSK, DATA, 30 MSPS,
MULTIMEDIA BROADCAST
CARRIER

OQPSK, DIGITAL, 128 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

BPSK OR MSK, DATA, 128 KSPS,
INROUTE CARRIER

OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

BPSK OR MSK, DATA, 512 KSPS,
INROUTE CARRIER

HNS-1035610

QPSK, DATA, 5 MSPS,
MULTIMEDIA



SITEID:

LOCATION:

ANTENNA ID: TFTR 74-2

SITE ID:

LOCATION:

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

TFTR 74-2CM

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

TFTR1.2M

0.74 meters

12M0G7D

24M0G7D

26MO0G7D

200KG7D

400KG7D

800KG7D

1IM60G7D

CONUS, AK, HI, VI, PR (50,000 .74M antennas)

RAVEN

6M00G7D

12M0G7D

24M0G7D

36MOG7D

200KG7D

400KG7D

800KG7D

1IM60G7D

CONUS, AK, HI, VI, PR (50,000 1.2M antennas)

38.70 dBW

41.70 dBW

41.70 dBW

41.70 dBW

38.70 dBW

41.70 dBW

41.70 dBW

41.70 dBW
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QPSK, DATA, 10 MSPS,
MULTIMEDIA

QPSK, DATA, 20 MSPS,
MULTIMEDIA

QPSK, DATA, 30 MSPS,
MULTIMEDIA

QPSK, DIGITAL, 128 KSPS,
RETURN CARRIER

QPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

QPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

QPSK, DIGITAL, 1024 RSPS,
RETURN CARRIER

HNS-1035610

QPSK, DATA, 5 MSPS,
MULTIMEDIA

QPSK, DATA, 10 MSPS,
MULTIMEDIA

QPSK, DATA, 20 MSPS,
MULTIMEDIA

QPSK, DATA, 30 MSPS,
MULTIMEDIA

QPSK, DIGITAL, 128 KSPS,
RETURN CARRIER

QPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

QPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

QPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER



ANTENNA ID: TFTR1.2

SITE ID:

LOCATION:

ANTENNA ID: TR 1.2M

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

TR 1.2M

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

14000.0000 - 14500.0000 MHz

1.2 meters

1.2 meters

PRODELIN
800KG7W 46.10 dBW
1IM60G7D 46.10 dBW
800KG7W
1IM60G7D

CONUS, AK, HI, VI, PR (100,000 1.2M antennas)

PRODELIN
200KG7D 46.10 dBW
400KG7D 46.10 dBW
200KG7D 46.10 dBW
400KG7D 46.10 dBW
800KG7D 46.10 dBW
400KG7D
1IM60G7D
6M00G7D
12M0G7D
800KG7D 46.10 dBW
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1134

OQPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

1134

OQPSK, DIGITAL, 128 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

BPSK OR MSK, DATA, 128 KSPS,
INROUTE CARRIER

BPSK OR MSK, DATA, 256 KSPS,
INROUTE CARRIER

BPSK OR MSK, DATA, 512 KSPS,
INROUTE CARRIER

BPSK, DATA, 256 KSPS,
OUTROUTE CARRIER

BPSK, DATA, 1024 KSPS,
OUTROUTE CARRIER

QPSK, DATA, 5 MSPS,
MULTIMEDIA BROADCAST
CARRIER

QPSK, DATA, 10 MSPS,
MULTIMEDIA BROADCAST
CARRIER

OQPSK, DIGITAL, 512 KSPS,
RETURN CARRIER



14000.0000 - 14500.0000 MHz 1IM60G7D 46.10 dBW OQPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

11700.0000 - 12200.0000 MHz 800KG7D OQPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

11700.0000 - 12200.0000 MHz 1IM60G7D OQPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

SITE ID: TR 1.0M
LOCATION: CONUS, AK,HI,VI,PR (10,000 1.0M antennas)

ANTENNA ID: TR 1.0M 1 meters HUGHES NETWORK SYSTEMS  SCE 3000172

14000.0000 - 14500.0000 MHz 200KG7D 44.00 dBW OQPSK, DIGITAL, 128 KSPS,
RETURN CARRIER

14000.0000 - 14500.0000 MHz 400KG7D 44.00 dBW OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

14000.0000 - 14500.0000 MHz 200KG7D 44.00 dBW BPSK OR MSK, DATA, 128 KSPS,
INROUTE CARRIER

14000.0000 - 14500.0000 MHz 400KG7D 44.00 dBW BPSK OR MSK, DATA, 256 KSPS,
INROUTE CARRIER

14000.0000 - 14500.0000 MHz 800KG7D 44.00 dBW BPSK OR MSK, DATA, 512 KSPS,
INROUTE CARRIER

11700.0000 - 12200.0000 MHz 1IM60G7D BPSK, DATA, 1024 KSPS,
OUTROUTE CARRIER

11700.0000 - 12200.0000 MHz 400KG7D BPSK OR MSK, DATA, 256 KSPS,
INROUTE CARRIER

11700.0000 - 12200.0000 MHz 6M0O0G7D QPSK, DATA, 5 MSPS,
MULTIMEDIA BROADCAST
CARRIER
11700.0000 - 12200.0000 MHz 12M0G7D QPSK, DATA, 10 MSPS,
MULTIMEDIA BROADCAST
CARRIER
SITE ID: TR 1.8M

LOCATION: CONUS, AK, HI, VI, PR (50,000 1.8M antennas)
ANTENNA ID: TR 1.8M 1.8 meters PRODELIN 1184

14000.0000 - 14500.0000 MHz 200KG7D 49.70 dBW OQPSK, DIGITAL, 128 KSPS,
RETURN CARRIER
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14000.0000 - 14500.0000 MHz 400KG7D 49.70 dBW
14000.0000 - 14500.0000 MHz 200KG7D 49.70 dBW
14000.0000 - 14500.0000 MHz 400KG7D 49.70 dBW
14000.0000 - 14500.0000 MHz 800KG7D 49.70 dBW
11700.0000 - 12200.0000 MHz 400KG7D
11700.0000 - 12200.0000 MHz 1IM60G7D
11700.0000 - 12200.0000 MHz 6M00G7D
11700.0000 - 12200.0000 MHz 12M0G7D
14000.0000 - 14500.0000 MHz 800KG7D 49.70 dBW
14000.0000 - 14500.0000 MHz 1IM60G7D 49.70 dBW
11700.0000 - 12200.0000 MHz 800KG7D
11700.0000 - 12200.0000 MHz 1IM60G7D

SITE ID: TR 2.4M

LOCATION: CONUS, AK, HI, VI, PR (11,000 2.4M antennas)

ANTENNA ID: TR 2.4M 2.4 meters PRODELIN
14000.0000 - 14500.0000 MHz 200KG7D 52.20 dBW
14000.0000 - 14500.0000 MHz 400KG7D 52.20 dBW
14000.0000 - 14500.0000 MHz 200KG7D 52.20 dBW
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OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

BPSK OR MSK, DATA, 128 KSPS,
INROUTE CARRIER

BPSK OR MSK, DATA, 256 KSPS,
INROUTE CARRIER

BPSK OR MSK, DATA, 512 KSPS,
INROUTE CARRIER

BPSK, DATA, 256 KSPS,
OUTROUTE CARRIER

BPSK, DATA, 1024 KSPS,
OUTROUTE CARRIER

QPSK, DATA, 5 MSPS,
MULTIMEDIA BROADCAST
CARRIER

QPSK, DATA, 10 MSPS,
MULTIMEDIA BROADCAST
CARRIER

OQPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

1244

OQPSK, DIGITAL, 128 KSPS,
RETURN CARRIER

OQPSK, DIGITAL, 256 KSPS,
RETURN CARRIER

BPSK OR MSK, DATA, 128 KSPS,
INROUTE CARRIER



14000.0000 - 14500.0000 MHz 400KG7D 52.20 dBW BPSK OR MSK, DATA, 256 KSPS,
INROUTE CARRIER

14000.0000 - 14500.0000 MHz 800KG7D 52.20 dBW BPSK OR MSK, DATA, 512 KSPS,
INROUTE CARRIER

11700.0000 - 12200.0000 MHz 400KG7D BPSK, DATA, 256 KSPS,
OUTROUTE CARRIER

11700.0000 - 12200.0000 MHz 1IM60G7D BPSK, DATA, 1024 KSPS,
OUTROUTE CARRIER

11700.0000 - 12200.0000 MHz 6M00G7D QPSK, DATA, 5 MSPS,
MULTIMEDIA BROADCAST
CARRIER

11700.0000 - 12200.0000 MHz 12M0G7D QPSK, DATA, 10 MSPS,
MULTIMEDIA BROADCAST
CARRIER

14000.0000 - 14500.0000 MHz 800KG7D 52.20 dBW QPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

14000.0000 - 14500.0000 MHz 1IM60G7D 52.20 dBW QPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

11700.0000 - 12200.0000 MHz 800KG7D QPSK, DIGITAL, 512 KSPS,
RETURN CARRIER

11700.0000 - 12200.0000 MHz 1IM60G7D QPSK, DIGITAL, 1024 KSPS,
RETURN CARRIER

Points of Communication:

HUB 4.6M - PERMITTED LIST - ()

HUB 6.1M - ALSAT - (ALSAT)

HUB 6.1M - GALAXY 10R - (123 W.L.)
HUB 6.1M - HORIZONS 1 - (127 DEG WL)
HUB 6.1M - 1A-8 - (89 W.L.)

HUB 7.6M - ALSAT - (ALSAT)

HUB 7.6M - GALAXY 10R - (123 W.L.)
HUB 7.6M - HORIZONS 1 - (127 DEG WL)
HUB 7.6M - 1A-8 - (89 W.L.)

TF TR 1.2M - ALSAT - (ALSAT)
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TF TR 74CM - AMC-3- (87 W.L.)

TF TR 74CM - AMC-4 (formerly GE-4 - (101 W.L.)

TF TR 74CM - AMC-6 - (72 W.L.)

TF TR 74CM - AMC-9- (85W.L.)

TF TR 74CM - GALAXY 10R - (123 W.L.)

TF TR 74CM - GALAXY 4R - (99 W.L.)

TF TR 74CM - GALAXY 1II-C - (95W.L.)

TF TR 74CM - GALAXY XI-(91W.L.)

TF TR 74CM - HORIZONS 1 - (127 DEG WL)

TF TR 74CM - |A-8 - (B9W.L.)

TF TR 74CM - INTELSAT AMERICAS 5 - (97 W.L.)

TF TR 74CM - SATMEX-5- (116.8 W.L.)

TF TR 98CM - AMC-3- (87 W.L.)

TF TR 98CM - AMC-4 (formerly GE-4 - (101 W.L.)

TF TR 98CM - AMC-6- (72 W.L.)

TF TR 98CM - AMC-9- (85W.L.)

TF TR 98CM - GALAXY 10R - (123 W.L.)

TF TR 98CM - GALAXY 4R - (99 W.L.)

TF TR 98CM - GALAXY 1II-C - (95W.L.)

TF TR 98CM - GALAXY XI-(91W.L.)

TF TR 98CM - HORIZONS 1 - (127 DEG WL)

TFTR98CM - |A-8 - (B9W.L.)

TFTR98CM - INTELSAT AMERICAS5 - (97 W.L.)

TF TR 98CM - SATMEX-5- (116.8 W.L.)

TFTR 74-2CM - AMC-3 - (87 W.L.)

TFTR 74-2CM - AMC-4 (formerly GE-4 - (101 W.L.)

TFTR 74-2CM - AMC-6 - (72W.L.)

TFTR 74-2CM - AMC-9 - (85 W.L.)
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TFTR 74-2CM - GALAXY 10R - (123 W.L.)
TFTR 74-2CM - GALAXY 4R - (99 W.L.)

TFTR 74-2CM - GALAXY 111-C - (95 W.L.)
TFTR 74-2CM - GALAXY XI - (91 W.L.)

TFTR 74-2CM - HORIZONS 1 - (127 DEG WL)
TFTR 74-2CM - INTELSAT 8- (89 W.L.)

TFTR 74-2CM - INTELSAT AMERICAS5 - (97 W.L.)
TFTR 74-2CM - SATMEX-5 - (116.8 W.L.)

TR 1.0M - ALSAT - (ALSAT)

TR 1.0M - GALAXY 10R - (123 W.L.)

TR 1.0M - HORIZONS 1 - (127 DEG WL)
TR1.0M - IA-8- (89 W.L.)

TR 1.2M - ALSAT - (ALSAT)

TR 1.8M - ALSAT - (ALSAT)

TR 2.4M - ALSAT - (ALSAT)

TR 74-2CM - AMC-3 - (87 W.L.)

TR 74-2CM - AMC-4 (formerly GE-4 - (101 W.L.)
TR 74-2CM - AMC-6 - (72 W.L.)

TR 74-2CM - AMC-9 - (85 W.L.)

TR 74-2CM - GALAXY 10R - (123 W.L.)

TR 74-2CM - GALAXY 4R - (99 W.L.)

TR 74-2CM - GALAXY 111-C - (95 W.L.)

TR 74-2CM - HORIZONS 1 - (127 DEG WL)

TR 74-2CM - INTELSAT AMERICAS5 - (97 W.L.)
TR 74-2CM - SATMEX-5 - (116.8 W.L.)

TR 74CM - AMC-3 - (87 W.L.)

TR 74CM - AMC-4 (formerly GE-4 - (101 W.L.)

TR 74CM - AMC-6 - (72W.L.)
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TR 74CM - AMC-9 - (85W.L.)

TR 74CM - GALAXY 10R - (123 W.L.)

TR 74CM - GALAXY 4R - (99 W.L.)

TR 74CM - GALAXY III-C - (95W.L.)

TR 74CM - GALAXY XI - (91W.L.)

TR 74CM - HORIZONS 1 - (127 DEG WL)

TR 74CM - |A-8- (B9W.L.)

TR 74CM - INTELSAT AMERICAS5 - (97 W.L.)

TR 74CM - SATMEX-5- (116.8 W.L.)

TR 98CM - AMC-3- (87 W.L.)

TR 98CM - AMC-4 (formerly GE-4 - (101 W.L.)

TR 98CM - AMC-6 - (72W.L.)

TR 98CM - AMC-9 - (85W.L.)

TR 98CM - GALAXY 10R - (123 W.L.)

TR 98CM - GALAXY 4R - (99W.L.)

TR 98CM - GALAXY III-C - (95W.L.)

TR 98CM - GALAXY XI - (91W.L.)

TR 98CM - HORIZONS 1 - (127 DEG WL)

TR 98CM - |A-8- (B9W.L.)

TR 98CM - INTELSAT AMERICAS5 - (97 W.L.)

TR 98CM - SATMEX-5- (116.8 W.L.)

SES- MOD- 20050726- 00978 E KA266 INTELSAT NORTH AMERICA LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

Modification to change regulatory classification of earth station to non-common carrier.

SITE ID: 1
LOCATION: KAM HIGHWAY, OAHU, HAWAII, OAHU, PAUMALU, HI
21°40'1550" N LAT. 158°2'6.10" W LONG.
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ANTENNA ID: C-LMA-T4 9 meters VERTEX 9KPC

6390.3000 - 6425.0000 MHz 800KFXD 80.03 dBW COMMAND AND RANGING
CARRIER

6350.6000 - 6360.0000 MHz 800KFXD 80.03 dBW COMMAND AND RANGING
CARRIER

6242.0000 - 6340.3000 MHz 800KFXD 80.03 dBW COMMAND AND RANGING
CARRIER

6172.0000 - 6178.0000 MHz 800KFXD 80.03 dBW ENERGY -DISPEASED FM TEST
SIGNAL

6098.6000 - 6211.6000 MHz 800KFXD 80.03 dBW COMMAND AND RANGING
CARRIER

5850.0000 - 6425.0000 MHz 1M50F3X 80.03 dBW ENERGY -DISPEASED FM TEST
SIGNAL

5850.0000 - 6088.3000 MHz 800KFXD 80.03 dBW COMMAND AND RANGING
CARRIER

3625.0000 - 4200.0000 MHz 1IM50F3X COMMAND SIGNAL

3625.0000 - 4200.0000 MHz 800KFXD COMMAND AND RANGING
CARRIER

Points of Communication:

SES- MOD- 20050728- 01005 E E990337 Globalstar Caribbean Ltd.
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Mobile-Satellite Service, Feeder Link for Mobile Satellite Service

Modification filed to add frequencies and to add new emission designators.

SITEID: LPMA-1
LOCATION: Road 303 INT. KM 12.1, Caba Rojo, Cabo Rojo, PR
17°58"'48.00" N LAT. 67°8'15.00" W LONG.
ANTENNA ID: 5.5M 5.5 meters Alcatel 9775
6900.0000 - 7055.0000 MHz 1M23G7W FEEDER LINK & TELEMETRY -
CDMA 1.23 MC/SEC/QPSK
5091.0000 - 5250.0000 MHz 1IM23G7W 55.00 dBW FEEDER LINK & TELEMETRY -
CDMA 1.23 MC/SEC/QPSK
6900.0000 - 7055.0000 MHz 1M23G7W CDMA VOICE AND DATA
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6900.0000 - 7055.0000 MHz NON

5096.0000 - 5250.0000 MHz 1IM23G7TW 55.00 dBW
6900.0000 - 7055.0000 MHz 1IM23XXX

6900.0000 - 7055.0000 MHz 1M23G2wW

5096.0000 - 5250.0000 MHz 1IM23XXX 59.00 dBW
5096.0000 - 5250.0000 MHz 1M23G2wW 55.00 dBW
5096.0000 - 5250.0000 MHz NON 59.00 dBW

Points of Communication:

LPMA-1 - GLOBALSTAR - (NGSO)

UNMODULATED CW FOR
TESTING

CDMA VOICE AND DATA

WHITE NOISE MODULATED
CARRIER FOR TESTING

DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER AMSS

WHITE NOISE MODULATED
CARRIER FOR TESTING

DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER AMSS

UNMODULATED CW FOR
TESTING; MAXIMUM EIRP
DENSITY PER CARRIER IS59.0
dBW IN ANY BANDWIDTH.

SES- MOD- 20050728- 01006 E E990336 Globalstar Caribbean Ltd.
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Mobile-Satellite Service, Mobile Satellite Service

Modification filed to add more frequencies and new emission designators.

SITEID: LPMA-2
LOCATION: Road 303 INT. Km12.1 Las Palmas, Caba Rojo, Cabo Rojo, PR
17°58'49.00" N LAT.

ANTENNA ID: LPA RFT2 5.5 meters Alcatel
6900.0000 - 7055.0000 MHz 1M23G7W
5091.0000 - 5250.0000 MHz 1M23G7W 55.00 dBW
6900.0000 - 7055.0000 MHz 1M23G7W
6900.0000 - 7055.0000 MHz NON
5096.0000 - 5250.0000 MHz 1M23G7W 55.00 dBW
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67°8'14.00" W LONG.

9775

FEEDER LINK & TELEMETRY -
CDMA 1.23 MC/SEC/QPSK

FEEDER LINK & TELEMETRY -
CDMA 1.23 MC/SEC/QPSK

CDMA VOICE AND DATA

UNMODULATED CW FOR
TESTING

CDMA VOICE AND DATA



6900.0000 - 7055.0000 MHz IM23X XX WHITE NOISE MODULATED
CARRIER FOR TESTING
6900.0000 - 7055.0000 MHz 1M23G2W DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER AMSS
6900.0000 - 7055.0000 MHz 2M50G2D DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER TELEMETRY
DATA
5096.0000 - 5250.0000 MHz 1IM23X XX 59.00 dBW WHITE NOISE MODULATED
CARRIER FOR TESTING
5096.0000 - 5250.0000 MHz 1M23G2W 55.00 dBW DIRECT-SEQUENCE CDMA FOR
SINGLE-CARRIER AMSS
5096.0000 - 5250.0000 MHz NON 59.00 dBW UNMODULATED CW FOR
TESTING; MAXIMUM EIRP
DENSITY PER CARRIER 1S59.0
dBW IN ANY BANDWIDTH.
Points of Communication:
LPMA-2 - GLOBALSTAR - (NGSO)
SES- MOD- 20050805- 01058 E E040475 Intelsat LLC

Application for Modification

Class of Station:

Nature of Service:

"MOD" to change from common carrier to non-common carrier.

SITEID:

LOCATION:

Hagerstown

ANTENNA ID: IMT-10XX

14000.0000 - 14500.0000 MHz

14000.0000 - 14500.0000 MHz

11700.0000 - 12200.0000 MHz

11700.0000 - 12200.0000 MHz

Points of Communication:

Hagerstown - ALSAT - (ALSAT)

Fixed Earth Stations

1.2 meters

Domestic Fixed Satellite Service, Fixed Satellite Service

Mountainside Teleport 17625 Technology Boulevard, Washington, Hagerstown, MD
39°35'56.60" N LAT.

77°45'27.50" W LONG.

Channel Master
72M0G7TW 63.30 dBW
21K9G7W 36.70 dBW
72M0G7TW
21K9G7W

Type 124

Digital Audio, Video, and Data

Digital Audio, Video, and Data

Digital Audio, Video, and Data

Digital Audio, Video, and Data
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SES- MOD- 20050805- 01059 E E050049
Application for Modification
Class of Station: Fixed Earth Stations

Intelsat LLC

Nature of Service: Domestic Fixed Satellite Service, Fixed Satellite Service

"MOD" to change from common carrier to non-common carrier.
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Digital Audio, Video, and Data

Digital Audio, Video, and Data

Analog Video with Associated Audio

Digital Audio, Video, and Data

Digital Audio, Video, and Data

Analog Video with Associated Audio

Digital Audio, Video, and Data

Digital Audio, Video, and Data

Analog Video with Associated Audio

Digital Audio, Video, and Data

Digital Audio, Video, and Data

Analog Video with Associated Audio

Digital Audio, Video, and Data

Digital Audio, Video, and Data

SITEID: hagerstown21
LOCATION: 17625 Technology Boulevard, Washington, Hagerstown, MD
39°36'0.40" N LAT. 77°45'30.70 " W LONG.
ANTENNA ID: IMT 20 6.3 meters Vertex/RS| KXC
6109.0000 - 6425.0000 MHz 72MOGTW 76.80 dBW
6109.0000 - 6425.0000 MHz 43K8G7W - 58.00 dBW
6109.0000 - 6425.0000 MHz 36MOF8W 74.60 dBW
Subcarriers
5925.0000 - 6425.0000 MHz 72MOGTW 76.80 dBW
5925.0000 - 6425.0000 MHz 43K8G7W - 52.00 dBW
5925.0000 - 6425.0000 MHz 36MOF8W 68.60 dBW
Subcarriers
5925.0000 - 6077.0000 MHz 72MOGTW - 76.80 dBW
5925.0000 - 6077.0000 MHz 43K8G7W - 58.00 dBW
5925.0000 - 6077.0000 MHz 36MOF8W 74.60 dBW
Subcarriers
3700.0000 - 4200.0000 MHz 72MOGTW
3700.0000 - 4200.0000 MHz 43K8G7W -
3700.0000 - 4200.0000 MHz 36MOF8W
Subcarriers
ANTENNA ID: IMT 21 6.3 meters Vertex/RS| KXC
6109.0000 - 6425.0000 MHz 72MOGTW 76.80 dBW
6109.0000 - 6425.0000 MHz 43K8G7W - 58.00 dBW
6109.0000 - 6425.0000 MHz 36MOF8W 74.60 dBW

Analog Video with Associated Audio
Subcarriers



5925.0000 - 6425.0000 MHz 72MO0G7TW 76.80 dBW Digital Audio, Video, and Data

5925.0000 - 6425.0000 MHz 43K8G7W - 52.00 dBW Digital Audio, Video, and Data
5925.0000 - 6425.0000 MHz 36MOF8W 68.60 dBW Analog Video with Associated Audio
Subcarriers
5925.0000 - 6077.0000 MHz 72M0G7TW 76.80 dBW Digital Audio, Video, and Data
5925.0000 - 6077.0000 MHz 43K8G7W - 58.00 dBW Digital Audio, Video, and Data
5925.0000 - 6077.0000 MHz 36MOF8W 74.60 dBW Analog Video with Associated Audio
Subcarriers
3700.0000 - 4200.0000 MHz 72MOGTW Digital Audio, Video, and Data
3700.0000 - 4200.0000 MHz 43K8GTW - Digital Audio, Video, and Data
3700.0000 - 4200.0000 MHz 36MOF8W Analog Video with Associated Audio
Subcarriers
ANTENNA ID: IMT 22 6.3 meters Vertex/RS| KXC
6109.0000 - 6425.0000 MHz 72M0G7TW 76.80 dBW Digital Audio, Video, and Data
6109.0000 - 6425.0000 MHz 43K8G7W - 58.00 dBW Digital Audio, Video, and Data
6109.0000 - 6425.0000 MHz 36MOF8W 74.60 dBW Digital Audio, Video, and Data
5925.0000 - 6425.0000 MHz 72MOG7TW 76.80 dBW Digital Audio, Video, and Data
5925.0000 - 6425.0000 MHz 43K8GTW - 52.00 dBW Digital Audio, Video, and Data
5925.0000 - 6425.0000 MHz 36MOF8W 68.60 dBW Digital Audio, Video, and Data
5925.0000 - 6077.0000 MHz 72M0G7TW 76.80 dBW Digital Audio, Video, and Data
5925.0000 - 6077.0000 MHz 43K8G7W - 58.00 dBW Digital Audio, Video, and Data
5925.0000 - 6077.0000 MHz 36MOF8W 74.60 dBW Analog Video with Associated Audio
Subcarriers
3700.0000 - 4200.0000 MHz 72MOGTW Digital Audio, Video, and Data
3700.0000 - 4200.0000 MHz 43K8GTW - Digital Audio, Video, and Data
3700.0000 - 4200.0000 MHz 36MOF8W Analog Video with Associated Audio
Subcarriers

Points of Communication:
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hagerstown2l - ALSAT - (ALSAT)

SES- MOD- 20050805- 01060 E E050048
Application for Modification
Fixed Earth Stations

Intelsat LLC

Class of Station:

Nature of Service: Domestic Fixed Satellite Service, Fixed Satellite Service

"MOD" to change from common carrier to non-common carrier.
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Digital Audio, Video, and Data

Digital Audio, Video, and Data

Analog Video with Associated Audio

Digital Audio, Video, and Data

Digital Audio, Video, and Data

Analog Video with Associated Audio

Digital Audio, Video, and Data

Digital Audio, Video, and Data

Analog Video with Associated Audio

Digital Audio, Video, and Data

Digital Audio, Video, and Data

Analog Video with Associated Audio

Digital Audio, Video, and Data

SITEID: hagerstown24
LOCATION: 17625 Technology Boulevard, Washington, Hagerstown, MD
39°36'0.50" N LAT. 77°45'28.50" W LONG.
ANTENNA ID: IMT 23 6.3 meters Vertex/RS| KXC
6109.0000 - 6425.0000 MHz 72MOGTW 76.80 dBW
6109.0000 - 6425.0000 MHz 43K8GT7W - 58.00 dBW
6109.0000 - 6425.0000 MHz 36MOF8W 74.60 dBW
Subcarriers
5925.0000 - 6425.0000 MHz 72MOGTW 76.80 dBW
5925.0000 - 6425.0000 MHz 43K8G7W - 52.00 dBW
5925.0000 - 6425.0000 MHz 36MOF8W 68.60 dBW
Subcarriers
5925.0000 - 6077.0000 MHz 72MO0G7TW 76.80 dBW
5925.0000 - 6077.0000 MHz 43K8G7W - 58.00 dBW
5925.0000 - 6077.0000 MHz 36MOF8W 74.60 dBW
Subcarriers
3700.0000 - 4200.0000 MHz 72MOGTW
3700.0000 - 4200.0000 MHz 43K8G7W -
3700.0000 - 4200.0000 MHz 36MOF8W
Subcarriers
ANTENNA ID: IMT 24 6.3 meters Vertex/RS| KXC
6109.0000 - 6425.0000 MHz 72MO0G7TW 76.80 dBW
6109.0000 - 6425.0000 MHz 43K8G7W - 58.00 dBW

Digital Audio, Video, and Data



6109.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6077.0000 MHz

5925.0000 - 6077.0000 MHz

5925.0000 - 6077.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

ANTENNA ID: IMT 25
6109.0000 - 6425.0000 MHz

6109.0000 - 6425.0000 MHz

6109.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6077.0000 MHz

5925.0000 - 6077.0000 MHz

5925.0000 - 6077.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

36MOF8W 74.60 dBW
72MOG7W 76.80 dBW
43K8G7W - 52.00 dBW
36MOF8W 68.60 dBW
72M0OGTW 76.80 dBW
43K8G7W - 58.00 dBW
36MOF8W 74.60 dBW
72M0OG7W
43K8G7W -
36MOF8W
6.3 meters Vertex/RSI

72MO0GTW 76.80 dBW
43K8G7W - 58.00 dBW
36MOF8W 74.60 dBW
72MO0G7TW 76.80 dBW
43K8G7W - 52.00 dBW
36MOF8W 68.60 dBW
72MOG7W 76.80 dBW
43K8G7W - 58.00 dBW
36MOF8W 74.60 dBW
72MO0G7W
43K8G7W -
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Analog Video with Associated Audio
Subcarriers

Digital Audio, Video, and Data

Digital Audio, Video, and Data

Analog Video with Associated Audio
Subcarriers

Digital Audio, Video, and Data

Digital Audio, Video, and Data

Analog Video with Associated Audio
Subcarriers

Digital Audio, Video, and Data

Digital Audio, Video, and Data

Analog Video with Associated Audio
Carriers

KXC

Digital Audio, Video, and Data

Digital Audio, Video, and Data

Analog Video with Associated Audio
Subcarriers

Digital Audio, Video, and Data

Digital Audio, Video, and Data

Analog Video with Associated Audio
Subcarriers

Digital Audio, Video, and Data

Digital Audoi, Video, and Data

Analog Video with Associated Audio
Subcarriers

Digital Audio, Video, and Data

Digital Audio, Video, and Data



3700.0000 - 4200.0000 MHz 36MOF8W Analog Video with Associated Audio
Subcarriers

Points of Communication:

hagerstown24 - ALSAT - (ALSAT)

SES- MOD- 20050805- 01061 E E050020 Intelsat LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service, Fixed Satellite Service, International Fixed Satellite Service

SITEID: 1
LOCATION: Mountainside Teleport Corporation 17625 Technology Boulevard, Washington, Hagerstown, MD
39°35'59.60" N LAT. 77°45'27.50" W LONG.
ANTENNA ID: 1 1.8 meters Channel Master 1.8M

5925.0000 - 6425.0000 MHz 72M0G7TW 59.30 dBW Digital Audio, Video and Data
5925.0000 - 6425.0000 MHz 21K9G7TW 34.70 dBW Digital Audio, Video and Data
3700.0000 - 4200.0000 MHz 72M0G7TW Digital Audio, Video and Data
3700.0000 - 4200.0000 MHz 21K9GTW Digital Audio, Video and Data

Points of Communication:

1-1A-8- (89W.L.)

SES- MOD- 20050805- 01062 E EO050009 Intelsat LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service, Fixed Satellite Service

"MOD" to change from common carrier to non-common carrier.

SITE ID: 1
LOCATION: Mountainside Teleport 17625 Technology Boulevard, Washington, Hagerstown, MD
39°35'59.60" N LAT. 77°45'27.50" W LONG.
ANTENNA ID: 1 9.3 meters Vertex / RSI KPC
5925.0000 - 6425.0000 MHz 72MOGTW 83.90 dBW Digital Carrier, Various FEC,
Modulation & Information
5925.0000 - 6425.0000 MHz 43K0G7W - 61.60 dBW Digital Carrier, Various FEC,

Modulation & Information
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5925.0000 - 6425.0000 MHz 36MOF8W 78.20 dBW Compressed Digital Video

3700.0000 - 4200.0000 MHz 72MOG7W - 0.00 dBW Digital Carrier, Various FEC,
Modulation & Information

3700.0000 - 4200.0000 MHz 43K0G7W 0.00 dBW Digital Carrier, Various FEC,
Modulation & Information

3700.0000 - 4200.0000 MHz 36MOF8W 0.00 dBW Compressed Digital Video

Points of Communication:

1- ALSAT - (ALSAT)

SES- MOD- 20050805- 01063 E KA251 Intelsat LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service, International Fixed Satellite Service

"MOD" to change from common carrier to non-common carrier.

SITE ID: 1
LOCATION: 799 UNITED NATIONS PLAZA, B. OF MANHATTAN, NEW YORK, NY
40°44'58.00" N LAT. 73°58'5.00" W LONG.
ANTENNA ID: 1 11 meters SCIENTIFIC ATLANTA 8007
6342.0000 - 6425.0000 MHz 30KOF3E 51.25 dBW SCPC AUDIO
3700.0000 - 4200.0000 MHz 30KOF3E SCPC AUDIO

Points of Communication:

1-INTELSAT AOR - (3325E.L.)

1-INTELSAT AOR - (335.5E.L.)

SES- MOD- 20050805- 01064 E E040414 Intelsat LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service, Fixed Satellite Service

"MOD" to change from common carrier to non-common carrier.

SITE ID: 1
LOCATION: 17625 TECHNOLOGY BOULEVARD, WASHINGTON, HAGERSTOWN, MD
39°35'56.60" N LAT. 77°45'27.50" W LONG.
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ANTENNA ID: 1 9.3 meters VERTEX RS

KPK

14000.0000 - 14500.0000 MHz 72MOG7W 89.20 dBW DIGITAL TRAFFIC, VARIOUS FEC,
DATA RATES AND TYPES OF
INFORMATION
14000.0000 - 14500.0000 MHz 43K0G7W 57.50 dBW DIGITAL TRAFFIC, VARIOUS FEC,
DATA RATES AND TYPES OF
INFORMATION
14000.0000 - 14500.0000 MHz 36MOF3F 87.60 dBW STANDARD VIDEO WITH
ASSOCIATED AUDIO
SUB-CARRIERS
11700.0000 - 12200.0000 MHz 72MOG7W DIGITAL TRAFFIC, VARIOUS FEC,
DATA RATES AND TYPES OF
INFORMATION
11700.0000 - 12200.0000 MHz 43K0G7W DIGITAL TRAFFIC, VARIOUS FEC,
DATA RATES AND TYPES OF
INFORMATION
11700.0000 - 12200.0000 MHz 36MOF3F STANDARD VIDEO WITH
ASSOCIATED AUDIO
SUB-CARRIERS
Points of Communication:
1-ALSAT - (ALSAT)
SES- MOD- 20050805- 01065 E E040141 Intelsat LLC
Application for Modification
Class of Station: Fixed Earth Stations
Nature of Service: Domestic Fixed Satellite Service, Fixed Satellite Service
"MOD" to change from common carrier to non-common carrier.
SITE ID: 1
LOCATION: 17625 TECHNOLGY BLVD., WASHINGTON, HAGERSTOWN 33, MD
39°35'59.70" N LAT. 77°45'29.70" W LONG.
ANTENNA ID: IMT 34 4.8 meters VERTEX/RSI KPK
14000.0000 - 14500.0000 MHz 72MOG7W 79.00 dBW DIGITAL DATA
14000.0000 - 14500.0000 MHz 43K8G7W 79.00 dBW DIGITAL DATA
11450.0000 - 12200.0000 MHz 72MOG7W DIGITAL DATA
11450.0000 - 12200.0000 MHz 43K8G7W DIGITAL DATA
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10950.0000 - 11200.0000 MHz 72MOGTW DIGITAL DATA
10950.0000 - 11200.0000 MHz 43K8G7W DIGITAL DATA
ANTENNA ID: IMT 33 4.8 meters VERTEX/RSI KPK
14000.0000 - 14500.0000 MHz 72MO0GTW 79.00 dBW DIGITAL DATA
14000.0000 - 14500.0000 MHz 43K8G7W 79.00 dBW DIGITAL DATA
11450.0000 - 12200.0000 MHz 72MO0GTW DIGITAL DATA
11450.0000 - 12200.0000 MHz 43K8G7W DIGITAL DATA
10950.0000 - 11200.0000 MHz 72MO0GTW DIGITAL DATA
10950.0000 - 11200.0000 MHz 43K8G7W DIGITAL DATA
Points of Communication:
1- ALSAT - (ALSAT)
SES- MOD- 20050805- 01074 E WAZ27 Intelsat LLC

Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service, Fixed Satellite Service, International Fixed Satellite Service

Modification to change regulatory classification of earth station to non-common carrier.

SITE ID: 1

LOCATION: 2001 COMSAT DRIVE, MONTGOMERY, CLARKSBURG, MD

39°13'21.40" N LAT.

ANTENNA ID: 1 10 meters

6230.4175 - 6230.4175 MHz

6157.0000 - 6166.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

77°16'32.90" W LONG.

COMSAT CORP.
320KG1W 55.00 dBW
1IM54G1W 68.60 dBW
304KGTW 50.30 dBW
384KGTW 50.30 dBW
2M10G1D 62.20 dBW
3M30G1D 64.60 dBW
3M50G1D 60.20 dBW
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TORUS

IBS/INTELSAT @ 341.5E.L.

IBS/INTELSAT @ 335.5E.L.

IBS/INTELSAT @ 325.5E.L.

IBS/INTELSAT @ 325.5E.L.

DIGITAL DATA, IBS

DIGITAL DATA, IBS

DIGITAL DATA, IBS



5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

4005.7325 - 4005.7325 MHz

3932.0000 - 4175.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

Points of Communication:

1-INTELSAT AOR - (325.5E.L.)

1-INTELSAT AOR - (328.5E.L.)

1-INTELSAT AOR - (330.5E.L.)

1-INTELSAT AOR - (3325E.L.)

1-INTELSAT AOR - (335.5E.L.)

1-INTELSAT AOR - (342.0E.L.)

8M90G2F 65.20 dBW
328KG1D-
2M72G1D
3M00G7D

72MO0G7TW 68.60 dBW

100KG7W 57.00 dBW

320KG1W
1IM54G1W
384KGTW

304KG7TW

328KG1D-
2M72G1D
3M00G7D

72MO0G7TW

100KG7W
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DIGITAL VIDEO

DIGITAL DATA

DIGITAL DATA

DIGITAL TDMA

ANALOG AND DIGITAL DATA,
VOICE AND VIDEO

ANALOG AND DIGITAL DATA,
VOICE AND VIDEO

IBS/INTELSAT @ 341.5E.L.

IBS/INTELSAT @335.5E.L.

IBS/INTELSAT @ 325.5E.L.

IBS/INTELSAT @ 325.5E.L.

DIGITAL DATA, IBS, DIGITAL
VIDEO

DIGITAL DATA

DIGITAL DATA

DIGITAL TDMA

ANALOG AND DIGITAL DATA,
VOICE AND VIDEO

ANALOG AND DIGITAL DATA,
VOICE AND VIDEO



1-NSS-5- (183 E.L.)

SES- MOD- 20050805- 01075 E E980510
Application for Modification
Class of Station: Fixed Earth Stations

Intelsat LLC

Nature of Service: Domestic Fixed Satellite Service, Fixed Satellite Service, International Fixed Satellite Service

Modification to change regulatory classification of earth station to non-common carrier.

SITE ID: 1
LOCATION: 22001 COMSAT DRIVE, MONTGOMERY, CLARKSBURG, MD
39°12'57.60" N LAT. 77°16'27.80" W LONG.

ANTENNA ID: 7.6M 7.6 meters NEC APS-12114-F
14000.0000 - 14500.0000 MHz NON 88.00 dBW CW carrier
14000.0000 - 14500.0000 MHz 27MO0G7D 71.90 dBW Digital data, IBS
14000.0000 - 14500.0000 MHz 51K2G7D- 39.70 dBW Digital data, IBS, IDR
14000.0000 - 14500.0000 MHz 27TM6G7D 74.60 dBW Digital data, IBS, IDR
11450.0000 - 12200.0000 MHz NON CW carrier
11450.0000 - 12200.0000 MHz 27MO0G7D Digital data, IBS
11450.0000 - 12200.0000 MHz 51K2G7D- Digital data, IBS, IDR
11450.0000 - 12200.0000 MHz 27TM6G7D Digital data, IBS, IDR
11450.0000 - 12200.0000 MHz 70K0G2D TT&C Digital carrier
10950.0000 - 11200.0000 MHz 27MO0G7D Digital data, IBS
10950.0000 - 11200.0000 MHz 51K2G7D- Digital data, IBS, IDR
10950.0000 - 11200.0000 MHz 27TM6G7D Digital data, IBS, IDR
10950.0000 - 11200.0000 MHz 70K0G2D TT&C Digital carrier
10950.0000 - 11200.0000 MHz NON CW carrier

ANTENNA ID: 7.6M 7.6 meters NEC APS-12114-F

Points of Communication:

1- ALSAT - (ALSAT)
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1-EUTELSAT II-F-2- (125W.L))

1-INTELSAT AOR - (307.0E.L.)

1-INTELSAT AOR - (325.5E.L.)

1-INTELSAT AOR - (335.5E.L.)

1-PAS1R- (45.0 W.L.)

1-PAS3R- (43.0W.L.)

1-TELSTAR11-(37.5W.L.)

SES- MOD- 20050805- 01076 E WA22 Intelsat LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service, International Fixed Satellite Service

Modification to change regulatory classification of earth station to non-common carrier.

SITEID: 1
LOCATION: OXFORD, ANDOVER, ME
44°37'57.00" N LAT. 70°42'0.00" W LONG.
ANTENNA ID: 1 16 meters TIW Systems CFPA 16
5925.0000 - 6425.0000 MHz 56KO0M9W 52.00 dBW TTC&M, Digital test to perform
troubleshooting of IBS
5925.0000 - 6425.0000 MHz 8M71MOW 72.30 dBW TTC&M, Digital test to perform
troubleshooting of IBS
5925.0000 - 6425.0000 MHz 30MOF3F 85.00 dBW TTC&M, Video test to perform
troubleshooting of TV
5925.0000 - 6425.0000 MHz 140MF2D 91.97 dBW 140 Mbps cable restoral carrier for

MCII
3700.0000 - 4200.0000 MHz

Points of Communication:

1-INTELSAT 805- (304.5E.L.)
1-INTELSAT AOR - (307.0E.L.)
1-INTELSAT AOR - (310.0E.L.)

1-INTELSAT AOR - (319.5E.L.)
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1-INTELSAT AOR - (325.5E.L.)

1-INTELSAT AOR - (328.5E.L.)

1-INTELSAT AOR - (328.6 E.L.)

1-INTELSAT AOR - (330.5E.L.)

1-INTELSAT AOR - (3325E.L.)

1-INTELSAT AOR - (335.5E.L.)

1-INTELSAT AOR - (338.7E.L.)

1-INTELSAT AOR - (342.0E.L.)

1-INTELSAT AOR - (359.0E.L.)

1 - New Skies 806 - (319.5E.L.)

1-NSS-5- (183 E.L.)

SES- MOD- 20050805- 01078 E E010206

Application for Modification

Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

Modification to change regulatory classification of earth station to non-common carrier.

SITE ID: 1

LOCATION: 22401 Juniper Flats Road, Riverside, Nuevo, CA
33°47'46.10" N LAT.

ANTENNA ID: Al

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

Intelsat LLC

117°5"'15.10" W LONG.

Harris Corp.
36MOGT7TW 87.50 dBW
AMO0GTW 81.60 dBW
51K2G7D 65.17 dBW
36M0G7D 87.50 dBW
36MOF3F 83.79 dBW
36MOGTW 85.00 dBW
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Vertex

Compressed Digital Video.

Compressed Digital Video.

Digital Data.

Digital Data.

Analog Video.

BPSK, QPSK, 8PSK, QAM, FEC
RATES 1/2-7/8, VARIOUS DATA
RATES FROM 45 MBPS, VARIOUS
INFORMATION.



5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5850.0000 - 6425.0000 MHz

5850.0000 - 6425.0000 MHz

5850.0000 - 6425.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3625.0000 - 4200.0000 MHz

3625.0000 - 4200.0000 MHz

3625.0000 - 4200.0000 MHz

ANTENNA ID: A2

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

51K2G7W 63.80 dBW
36MOF3F 81.60 dBW
72MOG7W 83.90 dBW
36MOF8F 83.80 dBW
43K8G7TW 83.90 dBW
4M00G7TW 0.00 dBW
36M0OG7W 0.00 dBW
51K2G7D 0.00 dBW
36MOG7D 0.00 dBW
36MOF3F 0.00 dBW
36M0OG7W
51K2G7TW
36MOF3F
72MO0G7TW
36MOF8F
43K8G7TW

4.5 meters Andrew Corp.
36M0OG7W 69.00 dBW
36M0OG7W 69.00 dBW
51K2G7D 53.10 dBW
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BPSK, QPSK, 8PSK, QAM, FEC
RATES 1/2-7/8, VARIOUS DATA
RATES FROM 64 KBPS, VARIOUS
INFORMATION.

STANDARD VIDEO

DIGITAL VIDEO, VOICE AND
DATA

ANALOG VIDEO

DIGITAL VOICE, VIDEO AND
DATA

Compressed Digital Video.

Compressed Digital Video.

Digital Data.

Digital Data.

Analog Video.

BPSK, QPSK, 8PSK, QAM, FEC
RATES 1/2-7/8, VARIOUS DATA
RATES FROM 45 MBPS, VARIOUS
INFORMATION.

BPSK, QPSK, 8PSK, QAM, FEC
RATES 1/2-7/8, VARIOUS DATA
RATES FROM 64 KBPS, VARIOUS
INFORMATION.

STANDARD VIDEO

DIGITAL VIDEO, VOICE AND
DATA

ANALOG VIDEO

DIGITAL VIDEO, VOICE AND
DATA

ESA45

Compressed Digital Video.

Compressed Digital Video.

Digital Data.



5925.0000 - 6425.0000 MHz 36M0G7D 69.00 dBW Digital Data.

5925.0000 - 6425.0000 MHz 36MOF3F 69.00 dBW Analog video.

5925.0000 - 6425.0000 MHz 36MOG7W 71.53 dBW BPSK, QPSK, 8PSK, QAM, FEC
RATES 1/2-7/8, VARIOUS DATA
RATES FROM 45 MBPS, VARIOUS
INFORMATION.

5925.0000 - 6425.0000 MHz 51K2G7TW 52.00 dBW BPSK, QPSK, 8PSK, QAM, FEC
RATES 1/2-7/8, VARIOUS DATA
RATES FROM 64 KBPS, VARIOUS

INFORMATION.
5925.0000 - 6425.0000 MHz 36MOF3F 71.00 dBW STANDARD VIDEO
3700.0000 - 4200.0000 MHz 4M00G7TW 0.00 dBW Compressed Digital Video.
3700.0000 - 4200.0000 MHz 36MOG7TW 0.00 dBW Compressed Digital Video.
3700.0000 - 4200.0000 MHz 51K2G7D 0.00 dBW Digital Data.
3700.0000 - 4200.0000 MHz 36MO0G7D 0.00 dBW Digital Data.
3700.0000 - 4200.0000 MHz 36MOF3F 0.00 dBW Analog Video.
3700.0000 - 4200.0000 MHz 36MOG7TW BPSK, QPSK, 8PSK, QAM, FEC

RATES 1/2-7/8, VARIOUS DATA
RATES FROM 45 MBPS, VARIOUS
INFORMATION.

3700.0000 - 4200.0000 MHz 51K2G7W BPSK, QPSK, 8PSK, QAM, FEC
RATES 1/2-7/8, VARIOUS DATA
RATES FROM 64 KBPS, VARIOUS
INFORMATION.

3700.0000 - 4200.0000 MHz 36MOF3F STANDARD VIDEO

Points of Communication:

SES- MOD- 20050805- 01079 E E990551 Intelsat LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Fixed Satellite Service

Modification to change regulatory classification of earth station to non-common carrier.
SITE ID: 1

LOCATION: 22401 Juniper Flats Road, Riverside, Nuevo, CA
33°47'46.00" N LAT. 117°5"15.00 " W LONG.
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ANTENNA ID: Al

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5850.0000 - 5925.0000 MHz

5850.0000 - 5925.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3625.0000 - 3700.0000 MHz

3625.0000 - 3700.0000 MHz

ANTENNA ID: A2

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

5925.0000 - 6425.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

3700.0000 - 4200.0000 MHz

9.3 meters

Andrew Corp.

51K2G7D- 55.40 dBW
36M0OG7D 83.90 dBW
51K2G7W- 55.40 dBW
36MOG7W 83.90 dBW
72MO0G7TW 83.90 dBW
43K8GTW 83.90 dBW
72MO0G7TW 83.90 dBW
43K8GTW 83.90 dBW
51K2G7D-
36M0OG7D
51K2G7W-
36MOG7W
72MO0G7TW
43K8GTW
72MO0G7TW
43K8GTW
9.3 meters Andrew Corp.

51K2G7D- 55.40 dBW
36M0G7D 83.90 dBW
51K2G7W- 55.40 dBW
36MOG7W 83.90 dBW
51K2G7D-
36M0G7D
51K2G7W-
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ESA93

Various Digital Carriers, |P/Internet

Various Digital Carriers, IP/Internet

Various Digital Carriers, |P/Internet

Various Digital Carriers, IP/Internet

Digital Video, Voice and Data

Digital Video, Voice and Data

Digital Video, Voice and Data

Digital Video, Voice and Data

Various Digital Carriers, |P/Internet

Various Digital Carriers, |P/Internet

Various Digital Carriers, |P/Internet

Various Digital Carriers, |P/Internet

Digital Video, Voice and Data

Digital Video, Voice and Data

Digital Video, Voice and Data

Digital Video, Voice and Data

ESA93

Various Digital Carriers, IP/Internet

Various Digital Carriers, |P/Internet

Various Digital Carriers, |P/Internet

Various Digital Carriers, |P/Internet

Various Digital Carriers, |P/Internet

Various Digital Carriers, |P/Internet

Various Digital Carriers, IP/Internet



3700.0000 - 4200.0000 MHz 36MOG7W Various Digital Carriers, |P/Internet

Points of Communication:

SES- MOD- 20050805- 01080 E E900992 Intelsat LLC
Application for Modification
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service, Fixed Satellite Service

Modification to change regulatory classification of earth station to non-common carrier.

SITE ID: 1
LOCATION: 22401 JUNIPER FLATS ROAD, RIVERSIDE, NUEVO, CA
33°47'46.00" N LAT. 117°5"'12.00 " W LONG.
ANTENNA ID: 1 7 meters SATCOM/RST 700KS

14000.0000 - 14500.0000 MHz 36M0G7D 83.60 dBW BPSK, QPSK, 8PSK, QAM, FEC
RATES 1/2-7/8, VARIOUS DATA
RATES TO 45 MBPS, VARIOUS
INFORMATION

14000.0000 - 14500.0000 MHz 51K2G7D 55.10 dBW BPSK, QPSK, 8PSK, QAM, FEC
RATES 1/2-7/8, VARIOUS DATA
RATES TO 64 KBPS, VARIOUS
INFORMATION

14000.0000 - 14500.0000 MHz 36MOF3F 85.00 dBW STANDARD VIDEO

14000.0000 - 14500.0000 MHz 72MO0G7TW 64.80 dBW ANALOG AND DIGITAL DATA,
VOICE, AND VIDEO

14000.0000 - 14500.0000 MHz 100KG7W 57.00 dBW ANALOG AND DIGITAL DATA,
VOICE, AND VIDEO

11700.0000 - 12200.0000 MHz 36MO0G7D BPSK, QPSK, 8PSK, QAM, FEC
RATES 1/2-7/8, VARIOUS DATA
RATES TO 45 MBPS, VARIOUS
INFORMATION

11700.0000 - 12200.0000 MHz 51K2G7D BPSK, QPSK, 8PSK, QAM, FEC
RATES 1/2-7/8, VARIOUS DATA
RATES TO 64 KBPS, VARIOUS
INFORMATION

11700.0000 - 12200.0000 MHz 36MOF3F STANDARD VIDEO

11700.0000 - 12200.0000 MHz 72M0OG7TW ANALOG AND DIGITAL DATA,

VOICE, AND VIDEO
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11700.0000 - 12200.0000 MHz 100KG7W ANALOG AND DIGITAL DATA,
VOICE, AND VIDEO

Points of Communication:

1- ALSAT - (ALSAT)

SES- REG- 20050721- 01047 E E050243 MORRISTOWN POWER SYSTEM
Registration
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service

SITE ID: 1
LOCATION: 919 JARNIGAN STREET, HAMBLEN, MORRISTOWN, TN
36°11'40.70" N LAT. 83°18'29.70" W LONG.
ANTENNA ID: 1 5 meters ANTENNA TECH CORP SIMULSAT 5M
3700.0000 - 4200.0000 MHz 36MOF8W ANALOG VIDEO

Points of Communication:

1- ALSAT - (ALSAT)

SES- REG- 20050805- 01046 E E050242 ALCORN STATE UNIVERSITY
Registration
Class of Station: Fixed Earth Stations

Nature of Service: Domestic Fixed Satellite Service

SITEID: 1
LOCATION: 1000 ASU DRIVE #269 (WPRL), JEFFERSON, ALCORN, MS
31°52'33.30" N LAT. 91°8'8.90" W LONG.
ANTENNA ID: 1 3 meters MICRODYNE 32-25LOG(THETA)
3700.0000 - 4200.0000 MHz 10M3G7TW DIGITAL BROADCAST AUDIO
CARRIER
3700.0000 - 4200.0000 MHz 30KOF1D DIGITAL AUDIO CARRIER

Points of Communication:

1- ALSAT - (ALSAT)
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SES- T/ C- 20050805- 01057 E E870925 Oklahoma State University Educational Television Services
Application for Consent to Transfer of Control
Current Licensee: Oklahoma State University Educational Television Services
FROM: OKLAHOMA STATE UNIVERSITY EDUCATIONAL TELEVISION SERVICES
TO: Massaro Satellite Communications, Inc.
No. of Station(s) listed: 1

For more information concerning this Notice, contact the Satellite and Radiocommunication Division at 418-0719; TTY
202-418-2555.
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